Material and care instructions
for Wiegand products.
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Wiegand Furnishing

Material components

Coated chipboard: (13.5-19 mm) Wood chips from untreated forest wood, containing
no waste wood, pulp for decor papers, urea and melamine formaldehyde resins for
carrier boards (9-10.5%), hydrophobic agent (0.3-1.5%), filler in decor papers
(mineral titanium dioxide), E1 emission class formaldehyde (DIBT Directive 100), no
hazardous impuritiesn

Information on toxicology

There are no known effects

Maintenance
- Locks: The built-in locks are maintenance-free and have a special lock grease. Do
		 not use any oil, this would stick the locks together and make them unusable.
- Hinges/bands: Maintenance or care is not necessary. Use a damp or dry cloth for
		 cleaning. Any squeaking noises can be removed by applying a thin layer of clear
		 oil with a spray.
.
Care instructions

Cabinet surfaces: For light soiling/dust, it is sufficient to wipe the surface with a soft
cloth moistened with warm water (some neutral cleaner may be used if necessary).
In case of heavy soiling or grease residues, the surface can be cleaned with a cloth
soaked in diluted spray (max. 50 % in water). Aggressive acids, alkalis and solvents
(e.g: acetone) must not be used. Do not scratch or scrape the surface with pointed
or sharp objects. This can lead to permanent damage. Do not use abrasive cleaning
agents as they may cause permanent optical damage.

Recycling and disposal

- The material is recyclable.							
- The product is not harmful to the environment in normal use. The organic part of t
		
he product is biodegradable.							
- Disposal in accordance with official regulations (such as wood and wood-based
		materials)
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Fire protection measures 		 Fires can be extinguished with water, water mist, powder extinguisher or alcohol
		 resistant foam. Smoke, carbon monoxide, carbon dioxide, formaldehyde and 		
		 nitrogen oxides can be produced during a fire. Building material class
The data regarding material, toxicology, recycling and fire protection refer to the chipboards.
The information was taken from a safety data sheet according to the EC Directive 91/155/EEC) of the manufacturer.
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FlexLine Trolleys
1610 mm

Type

Frame

45.3-1F

45.3-1f

45.3-2f

45.3-2F

45.3-3F

45.3-3f-

45.3-4F

60.3-1F

60.3-2F

60.3-3F

Internal height 5
1350 mm

Internal height 4
1140 mm

Internal height 3
900 mm

Internal height 2
690 mm

Internal height 1
600 mm

Internal height 3
900 mm

Internal height 2
690 mm

Internal height 1
600 mm

920 mm
830 mm

Internal height 4
1140 mm

1130 mm

60.3-4F

Square steel tubes
60.3-1f
60.3-2f
60.3-4f
45.3-4f
®
160µ
powder coated with
Sanitized
Silver60.3-3f
polyester
Outer dimensions: 20x20 mm
Material thickness: 1.5 mm
4 mounting wholes for accessories on top
Positioning raster inside, every 30 mm

60.3-5F
60.3-6F
60.3-5f

60.3-5f

Worktop

[ABS]: Acrylnitril-Butadien-Styrol with Sanitized® Silver

Wheels

-

Sturdy and smooth-running plastic wheels
ø75 mm wheels: 80 ° Shore A
ø100 mm and ø125 mm elastic solid rubber tires: 60 ° Shore A
ø100 mm electrically conductive wheels: 86 ° Shore A
Wheels with and without total lock
All wheels with wall protection ø90 mm
Carrying capacity: 70-110 kg

Panels (side and front)

-

Resin bonded material with melamine top layer
Side- and back panel: 4 mm thickness
Doors and drawer panels: 6 mm thickness
Fire resistant: B1

Internal height 6
1710 mm

1400 mm

Heights

Mounting points or grooves of shelving profiles: every 30 mm

1965 mm

60.3-5f

Handles
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- Steel, nickel plated
- 160µ powder coated with Sanitized® Silver polyester
- Cleaning with mild soapy water (thanks to silver technology no disinfectants 		
		necessary)
Full extention frames

Steel/aluminium, galvanized, precision ball bearing slides

Drawers

Aluminium, thickness 1.5 mm, epoxy coated, precision ball bearing drawer slides

Cleaning instruction

Please do not use microfibre cloths!!
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[ABS] Acrylonitrile-butadiene-styrene

07
O

Article
- SwissModul Trays, light grey (art. 3040.205, 3040.210, 3040.220, 4540.205,
		 4540.210, 6040.205, 6040.210, 6040.220)
- Distribution trays (art. 140.241, 140.251)
Material

- [ABS] Acrylonitrile-butadiene-styrene
- Free of latex, fluorine, cadmium, lead, bromine, chlorine

Temperature tolerance

-30° C to +85° C

Flexibility

Sturdy, scratch-resistant

Chemical stability

- No damages by: acids, alcohol, basics
- Damages by: oxidation substances, carbon, ketone, ester, acetone

Recycling

- Emission free recycling
- Energy recycling (fuel) no reservations
- Very good ecological balance

mi.wi.001.1805.de

Cleaning instruction

		
		
-

Washable
Chemicals: the intensive use of suds, alcohol and acids makes the
plastic brittle (no harmful emissions)
Dishwasher: at 55° C (eco-program) without any problem,
at 65° C maximum 45 min. running time
Sterilisation: gas, radio-isotope (no steam!)
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[PA] Polyamide

O

Article

		
		

PillCrusher WIEGAND ® (art. 202.097.001)
SwissModul baskets (art. 3040.510, 3040.518, 4540.510, 4540.518,
6040.510, 6040.518)
Partition grid for baskets (art. 51.30.10, 51.30.18, 51.45.10, 51.45.18,
51.60.10, 51.60.18, 52.40.10, 52.40.18)

Material
		
		
		
-

Syntethic parts: [PA] Polyamide (Akulon® K222-D). Does not contain heavy metals
cadmium, lead, mercury and chromium IV or PolyBrominated Biphenyl (PBB)
or PolyBrominated DiphenylEthers (PBDE). Complies to EC directives
2002/95/EC. No health or environmental hazards known.
Mortar: stainless steel
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Temperature tolerance

Temp. of deflection 65° C, melting temperature 220° C

Cleaning instruction
		
-

Chemicals: usual disinfectants are unproblematic,
do not use aggressiv chemicals as Acetone
Dishwasher: 55° C without hesitation
Sterilisation: not suitable

Wiegand AG, Schlosserstrasse 5, CH-8180 Bülach, Tel.: +41 44 872 74 74, Fax: +41 44 872 74 75,
wiegand@wiegand.ch, www.wiegand.ch

[PC] Polycarbonat

07
O

Article

		

MediSplitter WIEGAND ® (art. 96T)
MediCrusher WIEGAND ® (art. 98T.1)
SwissModul Trays, transparent (art. 3040.205T, 3040.210T, 3040.220T,
6040.205T, 6040.210T, 6040.220T, 8745.205T)

Material
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- [PC] Polycarbonate (Makrolon) is food suitable (21 CFR 177.1580)
- The material is certified in USA in accordance with FDA, NSF, USDA
		 and CPSC
Temperature tolerance

Deflection by 60° C, melting point by 280° C

Environment / Recycling

Recyclable

Cleaning directives
		
-

Chemicals: commercial disinfectants are unproblematic,
no aggressive cleaner as acetone etc.
Dishwasher: at 55° C (Eco programme) without hesitation
Sterilisation: unsuitable
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[PE] Polyethylen

04
PE-LD

Article

PillCrusher Pouches (art. 202.95.11)

Material

		
		
Temperature tolerance

-20° C to +80° C

Material peculiarity

		
Opacity

[PE] Linear Low Density Polyethylene Resin
With beveled Seam
Each production lot of the Pill Pouches is tested to ensure they maintain their
specifications for tensile strength, seam strengths, leakage, powder residue,
overall dimensions.

Good optical properties
has high ductility and cold impact resistance as well as
good sliding friction behavior
UV light sensitive
Haptic: waxy

Transparent

Chemical stability

		
		
		

Low density polyethylene, LLDPE
PE-LLD are resistant to water, diluted acids, lyes, solutions of inorganic
substances, solvents, alcohols, aliphatic hydrocarbons, gasoline.
Fats and oils swell little.
PE-LLDs are not resistant to strong acids and oxidizing agents, oxidizing acids,
esters, ketones and aromatic and chlorinated hydrocarbons.

Environment / Recycling

PE is flammable and not weather resistant

Cleaning instruction

For single use only
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[PET] Polyethylenterephthalat

01
PET

Article
		
-

Sliding lid for MediDispenser
(art. 09, 19, 49-69-349, 139, 149, 159, 169-269, 179-189, 279-289)
Sliding lid for week container art. 91 and 191 (art. 99-199)
Sliding lid, transparent, for PharmaBox (art. 119, 419)
Sliding lid for Trays (art. 299-1199, 599)
Single use inlay dish, transparent (art. 66.Spez, 67)

Material

[PET] Polyethyleneterephthalat (suitable for food)

Temperature tolerance

Max. 40° C

Flexibility

- High consistency, abrasion-proof, deforms by heat
- PET is UV-B, UV-C-FUV, UV-C-VUF, EUV and XUV resistant

Chemical Stability

- No damages by: alcohol
- Damages by: acids, bases, aldehyde, ester, hydrocarbons, oxidants

Recycling

-

Cleaning instruction

No hot water: Sliding Lid deforms with heat and the brim opens (Hydrolysis).
Clean with luke-warm water and mild detergent.
Chemicals: not allowed
Dishwasher: not suitable (material deforms)
Sterilisation: gas, radio-isotope (no steam!)

Peculiarity

WIEGAND ® Sliding Lids are humidity-proof (scientifical test in GB).
The clamping action originates through elasticity

Emission free recycling
Contains no bisphenol A or halogen
Energy recycling (fuel) no reservations
Very good ecological balance
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[PP] Polypropylene

05
PP

Article

-

Material

mi.wi.006.1805.de

		
		

Sterilisation-Set, with vented lid, strainer and drip tray, Warwick (art. DSSV2711)
Medication cups (art. 71.X 200.77.X)
BlisterBox (art. 311T, 312T, 312W.1bl)
Oral Dispenser COMAR, 5 ml (art. 1104)
[PP] Polypropylene. No toxic substances.
The colors correspond to the EU standards 67/584/EEC und 67/769/EEC.
The products are certified medical articles in accordance with ISO 9001:2008,
ISO 13485:2003, BS EN 980:2008, BS EN14971: 2007,
BS EN ISO 13488:2001, 80/181 EEC, ISO17665-2006.

Temperature tolerance

Store at +4° C to +135° C

Environment / Recycling

Recyclable

Cleaning instruction

-

Washable: the material is heat resistant and can be washed hot
Chemicals: no recommendation
Dishwasher: without hesitation (in accordance with ISO15883) 200.77.X are excluded
Sterilisation: in autoclave by 135°C or with Ethylene oxide or Plasma gas
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[PS] Polystyrene

PS
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Article
		
		
-

Drug dispenser (art. 01, 11, 131, 41, 61, 341, 141, 151, 161, 171, 181,
261, 271, 281)
Divider for drug dispenser (art. 132, 142, 152, 162, 172, 182, 262, 272,
282, 342)
Distribution trays (art. 31, 31B, 51, 51B, 140.211, 140.221)
Storage trays (art. 891, 1191, 1291)
Week trays (art. 291, 491, 591, 691, 991, 1091)
Inlay dish transparent (art. 66.1, 66.2, 66.3, 66.4)

Material

[PS] Polystyrene (food foil, certified)

Temperature tolerance

-40° C to +60° C (material tests of manufacturer)

Material properties

- The material is fragile, hard, punches are to be avoided!
- The material is light sensitive. Avoid UV-exposure
- With frequent us of alkalis, alcohol and acids becommes the plastic brittle

Chemical Stability

- Resistant: aqueous alkalis and mineral acids
- Not resistent: Solvents such as gasoline, longer chain ketones and aldehydes
- UV-sensitive

Recycling

-

Cleaning instruction

- Is to be cleaned with soap solution. do not use acetone for cleaning!
- Can be washed in dishwasher up to 65° C

Emission free recycling
Contains no bisphenol A or halogen
Energy recycling (fuel) no reservations
Very good ecological balance
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